Preliminary study on vapor compression refrigeration cycle with an internal phase-separating loop using a R290_R600a mixture in air conditioner (turnitin) by Berkah , Fajar
Preliminary study on vapor
compression refrigeration cycle
with an internal phase-separating
loop using a R290/R600a
mixture in air conditioner
by Berkah Fajar T.k
Submission date: 10-Jan-2020 09:02AM (UTC+0700)
Submission ID: 1240502190
File name: study_on_vapor_compression_refrigeration_cycle_no_abstract.pdf (877.5K)
Word count: 2628
Character count: 13389








5%
SIMILARITY INDEX
3%
INTERNET SOURCES
4%
PUBLICATIONS
2%
STUDENT PAPERS
1 2%
2 1%
3 <1%
4 <1%
5 <1%
Preliminary study on vapor compression refrigeration cycle with
an internal phase-separating loop using a R290/R600a mixture in
air conditioner
ORIGINALITY REPORT
PRIMARY SOURCES
H. R Sanabila, Wisnu Jatmiko. "Ensemble
Learning on Large Scale Financial Imbalanced
Data", 2018 International Workshop on Big Data
and Information Security (IWBIS), 2018
Publication
S. -Y. Yoo, D. -W. Lee. "Experimental study on
performance of automotive air conditioning
system using R-152a refrigerant", International
Journal of Automotive Technology, 2009
Publication
terjiplak.blogspot.com
Internet Source
msceis.conference.upi.edu
Internet Source
Jahar Sarkar. "Performance analyses of novel
two-phase ejector enhanced multi-evaporator
refrigeration systems", Applied Thermal
Engineering, 2017
6 <1%
7 <1%
8 <1%
Exclude quotes Off
Exclude bibliography Off
Exclude matches Off
Publication
Khalid A. Joudi, Abdul Sattar K. Mohammed,
Mohammed K. Aljanabi. "Experimental and
computer performance study of an automotive
air conditioning system with alternative
refrigerants", Energy Conversion and
Management, 2003
Publication
Submitted to Widener University
Student Paper
M. Ibreighith, M. Fiebig, A. Leipertz, G. Wu.
"Thermal Diffusivity of the Alternative
Refrigerants R123, R134a, R142b and R152a in
the Liquid Phase", Fluid Phase Equilibria, 1992
Publication
FINAL GRADE
/1
Preliminary study on vapor compression refrigeration cycle with
an internal phase-separating loop using a R290/R600a mixture in
air conditioner
GRADEMARK REPORT
GENERAL COMMENTS
Instructor
PAGE 1
PAGE 2
PAGE 3
PAGE 4
PAGE 5
PAGE 6
PAGE 7
PAGE 8
